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EXISTING TYPICAL SECTION
STA.8+93.5 TO STA.20+60
PAVEMENT DESIGN INFORMATION
STRUCTURAL DESIGN TRAFFIC: 5400 YEAR: 2016
PV = 5346 suU = 27 MU = 27
ROAD/STREET CLASSIFICATION: RURAL CLASS: 11
PERCENT OF STRUCTURAL DESIGN TRAFFIC IN DESIGN LANE:
PV = 99% SU = 0.5% MU = 0.5%
TRAFFIC FACTOR: ACTUAL TF =0.12 AC TYPE = 20
PG GRADE: BINDER = 64-22 SURFACE = 70-22
SUBGRADE SUPPORTING RATING:
SSR = EST. <3.0
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PoLIMERT 2E0
BITUMINOUS CONCRETE SURFACE COURSE SUPERPAVE, MIX D, N50 1/5”

BITUMINOUS BINDER COURSE SUPERPAVE, 4V

COMBINATION CONCRETE AGGREGATE BASE COURSE, TYPE A, 12,

CURB AND GUTTER, TYPE B-6.24

LT. STA.
LT. STA.
LT. STA.
LT. STA.
L7. STA.
LT. STA.
LT. STA.

8+24 TO LT. STA. 11407
1+67.5 TO LT. STA., 12+93.5
13+06.5 TO LT. STA. 13435
13456.5 TO LT. STA. 15486
16+56.5 TO LT. STA. 16+78.5
164915 TO LT, STA. 17476
18455 TO LT. STA. 1981

COMBINATION CONCRETE

CURB AND GUTTER, TYPE M-6.12

LY. STA.

19481 TO LT. STA, 20460
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